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VIROTEC®-Abschirmhauben richtungsweisend fiir Sprinkler-
anlagen

Die VIROTEC®-Abschirmhauben sind fiir den Einsatz in Regallager
und Hochregalanlagen bei ortsfesten Wasserldschanlagen
bestimmt. Das Bauteil dient als Schutz fir hdngende Regalsprink-
ler, um ihre gegenseitige Kuihlung zu verhindern.

VIROTEC®-shielding cap directive for sprinkler systems
VIROTEC®-shielding cap covers are intended for use in high-bay
racking and high-bay racking systems with fixed, stationary water
systems for extinguishing fires. The component serves as a pro-
tection for suspended shelf sprinklers, in order to prevent their
mutual cooling.

Montageanweisung

VIROTEC®-Abschirmhauben sind durch die integrierte Federsiche-
rung sehr einfach zu montieren. Sie werden einfach Uber das
Gewinde des Sprinklers geschoben und beim Einschrauben des
Sprinklers verspannt. Dadurch sind die Abschirmhauben gegen
Verdrehen und Kippen gesichert.

Beim Einsatz im Bereich von Doppelsprinklern sind zwei abgewin-
kelte Abschirmhauben zu verwenden, welche so auszurichten und
zu fixieren sind, dass eine gegenseitige Kiihlung verhindert wird.

Funktion
Die VIROTEC®-Abschirmhaube besteht aus folgenden Teilen:

— Pos. 1 Prallteller (Stahlblech, verzinkt)
— Pos. 2 Federsicherung (Federstahl, verzinkt)

Die VIROTEC®-Abschirmhaube wird aus verzinktem Stahlblech
mit integrierter Federsicherung hergestellt. Die VIROTEC®-
Abschirmhaube ist fiir Sprinkler 3/8", /2", 3/4" und 1" in Standard-
ausfuhrung bzw. in abgewinkelter Form (flir Doppelsprinkler)
erhaltlich.

Mounting instruction

VIROTEC®-shielding cap covers are very easy to install due to the
integrated spring retainers. They are simply pushed over the
thread of the sprinkler and clamped when the sprinkler is
screwed in. This secures the screening covers against twisting
and tilting.

When used for double sprinklers, two angled screening covers
are to be used, which are to be aligned and fixed to prevent
mutual cooling.

Function
VIROTEC®-shielding cap covers consist of the following parts:

- ltem 1 Impact plate (sheet steel, zinced)
- ltem 2 Spring retainer (spring steel, zinced)

VIROTEC®-shielding cap covers are made from zinced sheet
steel with integrated spring retainer. VIROTEC®-shielding cap
covers are available for 3/s", 1/2", 3/4" and 1" sprinklers in stan-
dard design and in angled form (for double sprinklers).
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Bauteil
Abschirmhaube Standard

Abschirmhaube fiir Doppelsprinkler

Bestelltext fiir Artikel-Nummer 205-112 (Beispiel):
Abschirmhaube Typ Standard, /2", Durchmesser 165 mm, mit

integrierter Federsicherung.

Technische Daten

Artikel-Nr.
205-138
205-112
205-134
205-111
205-238
205-212
205-234

SprinklergréBe

3/g"
17"
34"
"

3/g"
17"
3"

— Oberflache: Verzinkt

— Material: Stahlblech

- NenngroBe: Fur Sprinkler 3/g", 1/2", 3/4" und 1"
- Gewicht: 0,080 kg

— Verpackungseinheit: 250 Stiick

— Schutzrechte: GbM

Zulassungen
VdS- und FM einsetzbar

Abschirmhaube
Standard
Shielding cap
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7
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@ 165 mm

Component
Shielding cap standard

Shielding cap for double sprinklers

Item number
205-138
205-112
205-134
205-111
205-238
205-212
205-234

Sprinkler size
3/8"

172"

34"

1"

3/g"

172"

34"

Ordertext for item number 205-112 (example):
Shielding cap type standard, /2", diameter 165 mm, with inte-

grated spring security.

Technical data

- Surface: Zinced

— Material: Sheet steel

- Nominal size: For sprinkler 3/8", /2", 3/4" and 1"
- Weight: 0.080 kg

— Packaging unit: 250 pieces

Approvals
VdS- and FM applicable

Abschirmhaube fiir
Doppelsprinkler
Shielding cap for
double sprinklers

Protective rights: GbM

3/g"
1/2“
3/4"

@ 165 mm
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